HICLEAR

A Quality Product from Khatibeng

Aerated Treatment Units for Domestic,
Industrial and Commercial Use



i Hiclear Advantage

Hiclear systems are on-site wastewater treatment equipment designed
to handle waste flow from a small kitchen to large shcnping center.

The systems are engineered to meet stringent international regulatory
requirements and reliably treat sewage to required standards while being
economical, compact, and low-maintenance.

Our Product :

I!I Series

N - series systems are basic wastewater
treatment systems utilizing anaerobic method
(no power consumption), and they can also be
used as pretreatment.

Application:
Home School
Small office etc.

System capacity: 1.3 to 24 cubic meter.

*BOD: 60 ppm.

Grease Trap are commonly used to
separate grease and oil from sewage to
enhance the effectiveness of wastewater

L — T — treatment systems and reduce maintenance of
“”EE the systems and pipes.
=
Application:
| 'Food processing plant Canteen
t : » Restaurant Kiosk
s Kitchen etc.

System capacity: 0.02 to 15 cubic meter.



DC - series systems contains anaerobic
filtration, contact aeration, and return sludge
processes which enable the systems to achieve
high efflLont quality. The treated water can often
be used for plant irrigation or land application.

Application:;

» Home » Gas station
» Condominium »Restaurant
» Office Factory
»etc.

System capacity: 3.0 to 40 cubic meter.
*BOD: 20 ppm.

ZI: Series

AC series is a contact aeration system
which contains contact media. In addition to
being highly effective, they can be easily
cleaned with back-wash system provided.

Application:;
Factory Office
School Home

etc,

System capacity: 1.6 to 11.4 cubic meter.

*BOD: 30 ppm.

ZI Series

A series employs extended aeration
method which is free of hydrogen sulfide (H,S),
and they are generally used to hand|e toilet
waste.

Application:

Factory + Office
Home

System capacity: 1.6 to 12 cubic meter.

*BOD: 50 ppm.




Series

JRY is our most advance wastewater treatment system employing equalization in
addition to contact aeration activated sludge processes.

Designed for large facilities with wastewater flow up to 1000 cubic meter per day

per set. Its modular designs allow a system to be tailor made to any specific wastewater
requirement.

The system can also be easily expanded with additional modules.

Application:
Condominium Hotel
Restaurant Office building
Factory * Golf course
Department store Theme park
Hospital University
Supermarket - efc.

System capacity: 20 to 1000 cubic meter.

*BOD: 20 ppm.

o ExCESS Sludge l
* i —— *

Solid
%ﬂﬂuenﬁgeparaﬁon

Disinfection
(optional)

*BOD: Biochemical Oxygen Demand |




Metropolitan Rapid
Transportation Authority,
Bangkok (MRTA)

Alphatec


http://www.tcpdf.org

0

Phuket Fantasea

Carrefour

Khatibeng Est Pte Ltd

Oxley Biz Hub, 73 Ubi Road 1, #08-63
Singapore 408733
Tel: +65 6844 9278, +65 6385 0334
Fax: +65 6851 7564
marketing@khatibeng.com | www.khatibeng.com



http://www.tcpdf.org

